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Luxaflex ® Branded Specification Documents

The following branded section has been prepared by Construction Information Limited (Masterspec®) in conjunction with New Zealand Window Shades.  The use of this section is subject to the following terms and conditions:

Users of this section shall rely solely on their own professional judgement and skill in determining the appropriateness of using or referring to this section and to satisfy themselves as to the accuracy of the data it contains.

Users acknowledge that neither Construction Information Limited nor the manufacturer of the products and systems described in the text are in any way liable in respect of any particular use or application of the material provided.

For more information and specification assistance please contact Luxaflex Customer Services on Free Phone 0800 223 224 to be directed to your local representative. 

4522H
HORISO™ EXTERNAL VENETIAN BLINDS

1.
GENERAL


This section relates to the supply and fixing of HORISO™ by Luxaflex automated;


-
external aluminium venetian blinds


-
Somfy Automation


-
Embedia dynamic facade control system - using BACnet.

1.1
RELATED WORK


Refer to ~ for ~


Documents

1.2
MANUFACTURER/SUPPLIER DOCUMENTS


Manufacturer's and supplier's documents referred to in this section are:


Horiso™ External Venetian Blinds

Manufacturer/supplier contact details:


Company:
New Zealand Window Shades


Web:
www.luxaflex.co.nz

Telephone:
0800 223 224


Warranties

1.3
WARRANTY - MANUFACTURER/SUPPLIER


Provide a material manufacturer/supplier warranty:


5 years:
For all components, including operating mechanisms and controls.


-
Provide this warranty on the manufacturer/supplier standard form.


-
Commence the warranty from the date of practical completion of the contract works.


Refer to the general section 1237 WARRANTIES for additional requirements.


Requirements

1.4
QUALIFICATIONS


Installers must be qualified Luxaflex/Horiso™ installers.

1.5
NO SUBSTITUTIONS


Substitutions are not permitted to any of the specified systems, components and associated products listed in this section.

1.6
SAMPLES


Provide the following samples for review by the Contract Administrator;


Blade widths of sections to be used.


Colour range samples.


Solid or perforated blades.


Manufacturers control systems for fully automated blinds.

1.7
INFORMATION FOR OPERATION AND MAINTENANCE


Provide the following general operation and maintenance information as electronic PDF format documents:


~


Provide this information prior to practical completion.

1.8
OPERATION AND MAINTENANCE MANUALS


Refer to the general section 1239 OPERATION & MAINTENANCE for the requirements for submission and review of operation and maintenance manuals.


Provide the following operation and maintenance manual(s):


Refer to www.luxaflex.co.nz

Include the following in the operation and maintenance manual(s):


~

1.9
SPARES AND MAINTENANCE MATERIALS


Provide spares and maintenance materials listed in SELECTIONS to the Principal for ongoing maintenance requirements.


Performance

1.10
FIRE HAZARD


Do not provide materials which, when subject to fire conditions, will emit excessive smoke or dangerous fumes.


Quality control and assurance

2.
PRODUCTS


Materials

2.1
EXTERNAL ALUMINIUM VENETIAN BLINDS


Proprietary venetian blind system, including head rail, bottom rail and blades, together with an operating system.


Components

2.2
BLADES


Crowned aluminium blades made from highly elastic special alloy 0.4mm thick making them bend proof, scratch and shock proof.  Paint system PE3 polyester 3 Layer coating with double stove enamelled finish.

2.3
BOTTOM RAIL


Semi-elliptical aluminium extrusion.

2.4
LADDER CORD


High strength, shrink resistant terylene-polyester.  Includes transverse tensioning, attached or fixed to every blade positively (double omega punching).

2.5
TILTING DEVICE


Variotec bearing with adjustable tilt.  Blind lowers in the shade position.  When it reaches the bottom end position, the blind closes completely.  Tilting device changes direction smoothly, and the blind always rises in the horizontal position.

2.6
TRANSVERSE DRIVE/TILT SHAFT


Hexagonal aluminium tube, 17mm diameter, 4mm wall thickness, optionally fitted with sliding couplings at the ends.

2.7
LIFTING TAPE


Anti-friction coated lifting tapes operate with minimum wear and tear and maximum UV protection.  Tear proof at 750N with guaranteed thickness tolerance in the range of 1/100mm.  Dimensions 10 x 0.28mm.

2.8
BEARINGS


Precision ball bearings, sealed against dust.

2.9
CABLE GUIDE


Non - PVC coated stainless steel wire tension system punched through the ends of all blades, stretched taut using various termination brackets or floor fixings.

2.10
ELECTRIC MOTORS


All motors VDE-EMC tested and approved to IP 44.


Accessories

2.11
EMBEDIA DYNAMIC FACADE CONTROL SYSTEM


Stand alone or as part of an integrated control system for automated building systems.


In an integrated control system, it integrates all operable building envelope systems into a single distributive network.  Each controller can perform individual tasks while cooperating with other building envelope systems.


Refer to Luxaflex for further details.

3.
EXECUTION


Conditions

3.1
DELIVERY AND STORAGE


Handle and store blinds, operating equipment and accessories to avoid damage.  Keep dry in transit, store clear of and on a level floor and cover for protection.  Avoid distortion, stretching, compression and damage to the materials.  Do not use damaged or wet materials.

3.2
PRE-INSTALLATION REQUIREMENTS


Ensure that conditions are suitable for the installation, including painting and flooring completed.  Arrange for the programming of the work to suit required practice in accordance with the Luxaflex specification.  Site measure to be carried out by certified Luxaflex/Horiso installer.


Installation/application

3.3
INSTALLATION


Carry out the fixing, installation and fitting to finish rigid, plumb, true to line and face and square, to the manufacturer's requirements.  To be installed by a certified Luxaflex/Horiso installer.


Completion

3.4
ROUTINE CLEANING


Carry out routine trade cleaning of this part of the work including periodic removal of all debris, unused materials and elements from the site.

3.5
DEFECTIVE OR DAMAGED WORK


Replace damaged or marked elements where repair is not possible or will not be acceptable.  Adjust operation of equipment and moving parts not working correctly.  Leave work to the standard required for following procedures.

3.6
PROTECTION


Provide the following temporary protection of the finished work:


Protect from water, dust, and other destructive elements.


Commissioning

3.7
FINAL INSPECTION AND TESTING


Carried out by an accredited Luxaflex/Horiso™ installer following a post inspection checklist.

4.
SELECTIONS


For further details on selections go to www.luxaflex.co.nz

Substitutions are not permitted to the following;


Materials

4.1
HORISO™ EXTERNAL VENETIAN BLINDS


Location:
~


Width:

~


Height:

~


Manufacturer:

Horiso™

Colour:

~


Blades:

Crowned aluminium blades


Blade finish:

Polyester 3 layer coil coating with double stove enamel


Blade width:

~


Blade thickness:

0.4mm


Perforations:

~


Top & Bottom rails:

Aluminium extrusion


Bottom Rail:

~mm x ~mm x ~mm


Bottom rail finish:

~


Tilting device:

Variotec bearing with adjustable tilt


Accessories

4.2
HEAD BOX


Location:
~


Type/Brand:
Aluminium extruded coating 25 microns


Size:
150mm x 150mm x ~


Extensions:
~

4.3
AUTOMATION SYSTEM - INTELLIGENT CONTROLS


Location:
~


Model:
~
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